5315 West 19th Street

c\"\r) Berg Steel Pipe Corp. P.O. Box 59209

a Company of the Europipe Group

David J. Delie
Chief Operating Officer

November 28, 2001

Ms. Gloria Blue
Executive Secretary
Trade Policy Staff Committee

Port Industrial Park

Panama City, FL 32412-0209
Direct Dial: 850-873-8001
Fax: 850-763-9683

email: delie@bergpipe.com

Pulylic Decunent

Office of the United States Trade Representative.

600 17th Street, N.W.
Washington, D.C. 20508

Re: Inv. No. TA-201-73 (Certain Steel Products)

Dear Ms. Blue:

We understand that several interested parties have requested that certain large
diameter welded line pipe which had been excluded from the recent
antidumping investigation against Japan and Mexico! be excluded from any
remedy imposed pursuant to the above-referenced investigation. As a major
domestic producer of Large diameter welded line pipe, Berg Steel Pipe
Company hereby formally states that we have no objection to the exclusion of
the following products from any remedy recommended or imposed in the
above referenced investigation.

1. Welded large diameter line pipe 18 inches to 22 inches in outside
diameter (“OD”) with wall thickness of 0.75 inches and greater;

2. Welded large diameter line pipe 24 inches to less than 30 inches OD:
with a wall thickness of over 0.875 inches - Grades A/B/X42; with a wall
thickness over 0.75 inches — Grades X-52 and X-56; with a wall thickness
over 0.688 inches — Grades X60 and higher,

3. Welded large diameter line pipe 30 inches to less than 36 inches OD:
with a wall thickness over 1.25 inches — Grades A/B/X42; with a wall

Telephone:

&

=
™
=
=
-
=

[T ~ [ [Sales Office:

Fax:
180 00014004 Website:

10375 Richmond Ave., Suite 425, Houston, TX USA 77042
713-465-1600

713-827-7423

www.bergpipe.com



Ms. Gloria Blue
November 28, 2001
Page Two

thickness over 1 inch- Grades X-52 and X-56; with a wall thickness over
0.875 inches — Grades X60 and higher;

Welded large diameter line pipe 36 inches to less than 42 inches OD:
with a wall thickness over 1.375 inches - Grades A/B/X42; with a wall
thickness over 1.25 inches — Grades X-52 and X-56; with a wall thickness
over 1.125 inches — Grades X60 and higher;

Welded large diameter line pipe 42 inches to through 64 inches OD:
with a wall thickness over 1.5 inches — Grades A/B/X42; with a wall
thickness over 1.375 inches — Grades X-52 and X-56; with a wall
thickness over 1.25 inches — Grades X60 and higher;

Welded large diameter line pipe with an outside diameter measuring
greater than or equal to 64 inches regardless of wall thickness or
grade;

Certain welded large diameter line pipe of 48 inches in outside
diameter, with wall thickness measuring 1.0 inch or greater, in grades X-
80 or greater.

Please do not hesitate to contact the undersigned with any questions.

Sincerely,

Berg

Steel Pipe Corp.

David Delie
Chief Operating Officer

DD:lIrv

1 See, Notice of Final Determination of Sales at Less Than Fair Value: Welded

Large Diameter Line Pipe from Japan, 66 Fed. Reg. 47172.
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